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Premier Coatings products were used on the 
Expressway Program West Corridor 010 (Package 1) 

project in Qatar - See page 8.



For further information on our products and their suitability for your particular project, 
please contact any of the Denso companies listed below:
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For further information on our products and their suitability for your particular project, please see our 
websites:  www.premiercoatings.com  or  www.seashield.com

Tel: +44 (0) 1233 770663
Email: enquiries@premiercoatings.com

UK, EUROPE, RUSSIA, ASIA, FAR & MIDDLE EAST:

PREMIER COATINGS LTD
Headcorn Road, Smarden, near Ashford, Kent TN27 8PJ, England

    Membranes and corrosion prevention systems

SOUTH AMERICA, USA and CANADA:

PREMIER COATINGS
9710 Telge Road, Houston, Texas 77095, USA

    Membranes and corrosion prevention systems

SUB SAHARAN AFRICA (NORTH, EAST, SOUTH,                               
WEST & CENTRAL AFRICA):

PREMIER COATINGS SOUTH AFRICA (PTY) LTD
120 Malacca Road, Red Hill, Durban North, 4051, South Africa

   Membranes and corrosion prevention systems

AUSTRALIA:

PREMIER COATINGS
77-95 National Boulevard, Campbellfield, Victoria 3061, Australia

  Membranes and corrosion prevention systems

NEW ZEALAND:

PREMIER COATINGS
PO Box 76167, Manaku City, Auckland, New Zealand

    Membranes and corrosion prevention systems

Tel: +1 (281) 821-3355
Email: info@premcoatings.com

Tel: +27 (0) 31 569 4319                          
Email: info@premiercoatingssa.co.za

Tel: +61 1300 658 590
Email: enquiries@premiercoatings.com

Tel: +64 9274 1255                                   
Email: enquiries@premiercoatings.com                            

For contact by email, telephone or post:
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Premier Coatings Ltd are proud to be celebrating 40 years of trading this year. Founded in 1982 and 
operating from Smarden in Kent, Premier Coatings specialise in the manufacture and supply of a wide 

range of corrosion prevention and chemical resistant coatings, linings, and waterproofing systems.            
The company supplies reliable and cost-effective products to the Oil & Gas and Utilities sectors and the 

construction industry. Products are supplied to a variety of National, ISO, and commercial standards. The 
Premseal range of waterproofing and gasproofing products are CE and UKCA marked, and the company 

operates under ISO 9001:2015 and ISO 14001:2015 quality and environmental management systems.

 This major milestone of 40 years could not have been achieved without the support of our 
employees, distributors, clients and the continual development of the company and its products.                                    

We are proud of our past and look forward to an exciting and successful future together.

In 1997 Premier Coatings was acquired by anti-corrosion and sealing specialist Winn & Coales International 
where it continued to prosper and in 2017 achieved a Queen’s Award for Enterprise: International Trade.             

The 40 year success of Premier Coatings Ltd is a story of technical expertise coupled with high quality, long 
lasting products and underpinned by continued investment in new manufacturing methods and technology. 

The following pages show a selection of recent Premier Coatings Ltd                                                                
projects from around the world.

• Premtape™ Petrolatum Tapes

• Premcote™ Bitumen Laminate Tapes

• Premseal™ Waterproofing and Gasproofing Membranes

• Premier Shrink Sleeves™

• Premier Butyl Tapes

• SeaShield™ Marine Protection Systems

1982-2022 - Celebrating 40 Years of Premier Coatings Ltd

Some examples of Premier Coating's current product range:
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The fire water and cooling water pipelines at 
newly constructed Hyosung Chemical Plant were 
protected with a colour-coded coating.

The sections of pipe were welded together at site 
leaving the weld joint in need of additional protection. 
Premcote™ Primer and Premcote 101™ Tape were 
utilised to protect these weld joints.

Minimum surface preparation of the weld joint is 
required. The fast drying primer and hand-applied tape 
allows for ease of application even when access to the 
weld joint is limited.

Premier™ Protects Fire Water and Water Cooling 
Pipelines at Vietnamese Chemical Plant

Premcote 101 Tape is spirally wrapped after the application of 
Premcote Primer

PROJECT SUMMARY

Product type: 
Coating for Buried Steel

Country:
Object:
Problem:
Product 
Solution:

Vietnam

Water pipelines 

Corrosion prevention

Premcote™ Primer and 
Premcote 101™ Tape

Agent Minh Phuc providing training in wrapping Premcote 101 Tape

The sections of pipe were welded together at site 
leaving the weld joint in need of additional protection. Country:

Minh Phuc, 
Trading & Technical 

Service, 
Vietnam

All Premier
products and 

training for this 
project were supplied by:
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Adhesion promoting Premcote™ Primer was first 
applied followed by Premcote 101 Tape which was 
wrapped by hand.

Local distributor Minh Phuc Trading and Technical 
Services were on site to provide training in the correct 
application of this system.

Premcote 101™ was used to protect gas 
transmission pipelines and the essential fire water 
pipelines at the newly constructed Long Son 
Refinery and Petrochemical Complex in Long Son 
Commune, Vietnam.

PROJECT SUMMARY

Product type: 
Coating for Buried Steel

Country:
Object:
Problem:
Product 
Solution:

Vietnam

Gas and water pipelines 

Corrosion prevention

Premcote™ Primer and 
Premcote 101™ Tape

Premier™ Protection for Gas Transmission and Fire 
Water Pipeline at Vietnamese Refinery Complex

Pipe bends awaiting installation.

Premcote 101 Tape protecting one of the pipelines.

Pipe sections ready for installation of new  pipeline. 

Premcote 101 Tape pipe wrapping in progress.

transmission pipelines and the essential fire water PROJECT SUMMARY

Pipe sections ready for installation of new  pipeline. 
Minh Phuc, 

Trading & Technical 
Service, 
Vietnam

All Premier
products and 

training for this 
project were supplied by:
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EGTM Coating Tech Ltd., who were the contractors 
on this project, are specialists in rust-prevention 
treatment systems in Israel. They are experts when 
it comes to specifying corrosion prevention systems 
adapted to suit the Israeli climate and its unique 
environmental conditions.

This project is unique as the tank to be protected sits 
inside the concrete ring unlike most tanks, which sit on 
top of the ring.

Therefore, in collaboration with EGTM Coating Tech 
and the client's corrosion engineer, it was decided to 
cast an inner ring and reduce the gap between the tank 
and the concrete ring. 

The location for this tank 
base protection project is Hevel 
Lakhish - an area in south-central 
Israel. Part of the southern 
Shephelah, it is located between 
the Judean Mountains and the 
Mediterranean Sea and is named 
after the Biblical city of Lachish.

Premier™ Steelcoat Tank Base Protection System 
Specified for Unique Tank Base Installation  

PROJECT SUMMARY

Product type: 
Coatings for Exposed Steel

Country:
Object:
Problem:
Product 
Solution:

Israel
Tank

Tank base corrosion

Premband™ & Steelcoat™           
Tank Base Protection System

Premband™ was utilised to provide a watertight 
flexible seal between the existing concrete ring and 
newly laid concrete. 

The Steelcoat™ Tank Base Protection System was 
then applied to the tank base to provide long-term 
protection against corrosion.

The void between the concrete ring and newly laid concrete is filled 
with Premband™

A coat of white Premier Acrylic Topcoat completes the Steelcoat™ 
Tank Base Protection System.

Premier Ultraseal RT™ Tape applied to the tank base as part of    
the Steelcoat™ Tank Base Protection System.

EGTM Coating 
Tech Ltd, 

Israel

All Premier
products for 

this project were 
supplied by 

Distributor / Contractor:
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Premier™ Tape System used to Protect Tie Rods 
Damaged During Excavation

At the Port of Ashdod, the up-keep of the buried 
tie rods over the years is extremely important for the 
structural strength of the platform they support. During 
excavation of the tie rods for inspection, the existing 
corrosion prevention system was accidentally damaged, 
and mechanical defects were identified.

After a consultation with the QC, the Premcote 
150R™ System was selected to replace the old system. 
The old, damaged coating was removed, and the 
surface was prepared to st2 level. The surface was then 
cleaned and Premcote™ Primer was applied. Next, 
Premcote 150R™ Tape was applied with a 55% overlap, 
then covered with a layer of Premier PVC Self-Adhesive        
Tape 200™.

A Holiday test to 10Kv, against ASTM- D 5162 Test 
method B, was carried out by an authorised lab. The test 
was performed 24 hours from the time of repair and no 
defects were detected.

The Port of Ashdod is Israel’s economic gateway, 
accounting for 60% of the country’s ocean-going 
trade. Located just 40 kilometers southwest of Tel 
Aviv, the Port of Ashdod is the closest port to Israel’s 
most important commercial centers and transportation 
networks. The port has been upgraded to support 
Panamax ships, and several shipping companies are 
located there. The major industry for Ashdod is an 
oil refinery, one of two in the whole country. Other 
industries include pharmaceuticals, construction, and 
soybean oil. It is also home to Israel’s manufacturer of 
radar equipment and electronic warfare systems.

PROJECT SUMMARY

Product type: 
Coating for Buried Steel

Country:
Object:
Problem:
Product 
Solution:

Israel

Tie rods 

Coating damaged by excavation

Premcote 150R™ Tape System

1. The tie rod surface is prepped for the new Premier System.

2. The prepped surface is first given a coat of Premcote Primer.

3. Once dry, the primed surface is wrapped with Premcote 150R Tape.

4. To complete the system, the Premcote 150R Tape is overwrapped 
    with Premier PVC Self Adhesive Tape.

EGTM Coating 
Tech Ltd, 

Israel

All Premier
products for 
this project 

were supplied by 
Distributor and Contractor:



PROJECT SUMMARY

Product type: 
Coating for Buried Steel

Country:
Object:
Problem:
Product 
Solution:

Qatar

Water pipeline

Corrosion prevention

Premcote™ Primer, Premier Putty
& Premcote 1500™ Tape

Premier™ System Protection for Buried Couplings  
in Qatar     

The carbon steel couplings were used to connect a 
GRP pipe one side to a concrete inspection chamber  
the other.

The Premier System was selected for the              
long-term protection of the couplings based on 
numerous successful Middle East case histories over   
the past 20 plus years.

The system comprises Premcote™ Primer applied 
to the coupling surface, Premier™ Joint Moulding 
Putty (or Premier™ LD Mastic HT) used to fill voids 
and smooth profiles ready for overwrapping with                        
Premcote 1500™ Tape.

During works for the Expressway Program 
West Corridor 010 (Package 1) project in Qatar in 
November 2015, a Premier Coatings Ltd corrosion
prevention system was used to protect numerous 
carbon steel coupling joints that were destined to    
be buried.

After cleaning, the coupling is primed with Premcote Primer.
A circumferential wrap of Premcote 1500 Tape completes the Premier 
protective system.

Premier Joint Moulding Putty or Premier LD Mastic 
HT is used to smooth profiles before wrapping with        
Premcote 1500 Tape.

Premier Coatings Ltd
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 Trouvay & Cauvin, 
Trading and Services

LLC, Doha, 
Qatar

All Premier
products for this 

project were supplied 
by Distributor:



PROJECT SUMMARY

Product type: 
Coatings for Exposed Steel

Country:
Object:
Problem:
Product 
Solution:

Denmark
Wind turbine bases

Turbine base corrosion

Steelcoat™  Wind Turbine Base 
Protection System

Winn & Coales International
Vol: xx No. x, Date: xx.20199

Problem:
Product 
Solution:

Turbine base corrosion

Steelcoat™  Wind Turbine Base 
Protection System

Winn & Coales International
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Premier™ Steelcoat System used to Protect     
Ninety Danish Offshore Wind Turbine Bases

For 90 offshore wind turbines in Denmark, corrosion 
issues were identified around the bolts at the bases, and 
the existing coating was flaking off. The Steelcoat Wind 
Turbine Base Protection System was selected to protect 
all turbines from corrosion from the elements.

The system comprises of Premtape Hi-Tack™ 
Primer, Premtape™ LD Mastic, Premier Hi-Tack™ Tape, 
Premcote™ Primer, Premier Ultraseal RT Tape™ and 
Premier™ Acrylic Topcoat.

The Steelcoat™ Wind Turbine Base Protection 
System is designed to protect bases, bolts and 
flanges at the bottom of offshore wind turbines.

The client found the products easy to use, and liked 
the fact that the system allows for movement of the 
tower, no blasting required (surface tolerant).

After loose material, dirt and debris is cleaned from the application 
area, Premtape Hi-Tack Primer is applied. Premtape LD Mastic is applied to fill small voids, cracks and joints.

A layer of Premtape Hi-Tack Tape is applied.

Premier Ultraseal RT Tape is applied to the base of the wind turbine.

   The completed
Protection system.

A layer of Premtape Hi-Tack Tape is applied.

All 
Premier

products for
 this project were 
supplied directly 

to the 
customer
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Premier™ Tape System Protects Buried Water 
Main to Supply Steel Refinery

PROJECT SUMMARY

Product type: 
Coating for Buried Steel

Country:
Object:
Problem:
Product 
Solution:

Vietnam

Water pipeline

Corrosion prevention

Premcote™ Primer 
& Premcote 101™ Tape System

The fast drying Premcote™ Primer was first applied 
followed by the Premcote 101 Tape which could be 
applied very quickly by means of a rolling rig.

The system will provide excellent protection from 
corrosion to the water pipeline.

Premcote 101™ Tape was used to protect new 
underground water pipelines at the Pomina 3 Steel 
Billet Refinery Plant in Phu My Industrial Zone, 
Vietnam.

Protected pipe lengths ready for installation.

Premtape 101 Tape is applied after priming with Premcote Primer.

Country:

Minh Phuc, 
Trading & Technical 

Service, 
Vietnam

All Premier
products and 

training for this 
project were supplied by:
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Premier™ Tape System Protects Buried Waste 
Water Pipeline at Paper Factory

Minh Phuc, a Vietnam-based agent for Premier 
Coatings Ltd., recently supplied Premcote 101 for the 
protection of buried waste water treatment pipelines 
at the Chengloong Paper Factory in the Singapore 
Ascendas-Protrade Industrial Zone.

Application contractor Minh Thanh Co. Ltd located in 
Binh Duong Province, Vietnam, was appointed to install 
the pipeline and Premier protection system.

PROJECT SUMMARY

Product type: 
Coating for Buried Steel

Country:
Object:
Problem:
Product 
Solution:

Singapore

Waste water pipeline

Corrosion prevention

Premcote™ Primer 
& Premcote 101™ Tape System

The Premcote 101 Tape is wrapped over a pipe section 
previously primed with Premcote Primer. 

A Premier protected pipe length is lowered into the trench prior 
to burial.

Close-up of a Premier protected pipe length waiting to be installed.

Minh Phuc, 
Trading & Technical 

Service, 
Vietnam

All Premier
products and 

training for this 
project were supplied by:

11
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Premier™ Butyl Tape System used to Assess
Applicators in Professional Qualification Test

The photos included in this case study show the PQT 
(Professional Qualification Test) carried out by Premier 
Coatings Ltd to ensure the applicators, Donelli Eos, were 
qualified for the application of the Premier Butyl Tape 
System application on a spool.

Together with the Premier Butyl Tape System, Premier 
Coatings Ltd also supplied Premier™ Butyl Mastic for 
repairs and the profiling of flanges.

The Premier Butyl Tape System was recently 
chosen for the corrosion protection of field joints 
and spools at the Baltic Pipeline project in Denmark. 
The Premier R23 S43 System was supplied through 
contractors Renco Spa and Donelli Eos who took care 
of the application on site.

PROJECT SUMMARY

Product type: 
Coating for Buried Steel

Country:
Object:
Problem:
Product 
Solution:

Denmark

Offshore pipeline field joints

Corrosion prevention

Premier™ Butyl Tape System

Premier Butyl R23™ Outerwrap is wrapped over the Premier Butyl  
S43™ Innerwrap.Premier Butyl S43™ Innerwrap is spirally wrapped around the pipe.

Close-up of the completed Premier™ Butly Tape System.
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Installation of the SeaShield 2000FD™ system 
began with a thorough cleaning of the pile area to be 
protected before covering the same area with a coat 
of Prempaste™ S105 followed by layer of SeaShield™

Marine Piling Tape.To finish the system, HDPE jackets 
were applied over the tape and bolted together with 
stainless steel SS316 bolts.

This Premier SeaShield 2000FD project carried 
out in Victoria Harbour, Valletta Malta in 2015 
involved the protection of 900 hexagonal jetty piles         
(Rendex No 4).

PROJECT SUMMARY

Product type: 
Subsea & Splash Zone Coatings

Country:
Object:
Problem:
Product 
Solution:

Malta

Rendex hexagonal jetty piles

Corrosion prevention

SeaShield 2000FD™ System

SeaShield™ Protection for Maltese Jetty

SeaShield™ Marine Piling Tape is applied over Prempaste™ S105.

View underneath the Victoria Harbour Jetty

SeaShield HDPE jackets are bolted together with stainless steel bolts.
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Ilo port is located at the city of Ilo, in Moquegua 
district in Peru. It has been operational since May 
1970 and during its 50 years of existence, it has 
never undergone any maintenance work. As a result 
of this, 352 of its octagonal concrete piles were 
found to be damaged due to corrosion. 

In 2019, the owner of the port, Empresa Nacional 
de Puertos (Ports National Company), aka ENAPU, 
decided to rehabilitate the port as they wanted to use it 
to receive minerals from the nearby mine, Quellaveco. 
ENAPU also offered the port's use to the Bolivian and 
Brazilian governments to be used for their import/export 
operations straight from Pacific Ocean.

The Port rehab includes the repair, reinforcement 
and anti-corrosion protection of its piles and the system 
specified was SeaShield Series 500 due to its proven 
durability, reliability and ease of application. In this first 
phase, 70 piles were repaired.

With the help of Premier Coatings’ staff, the 
contractor Industrial Blaster calculated the required 
quantities and also trained their personnel and divers 
to install the SeaShield system. The installation of 
Series 500 on each pile started with the injection on the 
previous afternoon, of some grout (20-30 cms) to create 
a plug over the seal placed at the bottom of each FRP 
jacket, (bottom seals shown in a photo below). Then 
the next day the rest of the grout was injected. Most of 
the jackets installed during this part of the rehabilitation 
work were completely under water.

Moving the SeaShield jacket out to the pile that is being repaired.

70 Octagonal Piles Rehabilitated in Phase 1 of the 
Ilo Port Project in Peru

The piles are cleaned by high pressure water blasting before 
installing the SeaShield Series 500 system..

Industrial Blaster,
Lima, Peru

All Premier 
SeaShield products 

for this project
 were installed by:

Left: Application of SeaShield 525 TG Epoxy Adhesive to adhere the 
tongue to the groove of the SeaShield jackets.
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Difficulties in carrying out this project went beyond 
the fact that this was a completely submerged 
application, with its expected tides and possible rough 
seas. Covid 19 was also a real problem as restrictions for 
the teams of divers included 14 days quarantine before 
entering the job site. If it happened that some divers 
in the team working at that particular moment tested 
positive then that team had to leave the job site while 
the other team might still be waiting for their 14 days 
quarantine to end.  

Delays due to this issue were noticeable and it was 
only the ease of applying the SeaShield product and 
the efficiency of the divers applying it that allowed the 
contractor, Industrial Blaster to install the system so 
quickly. It only took them approximately two months 
(between placing the first FRP jackets to finishing 
injecting the grout into the last pile) to install the 
Seashield Series 500 system to 70 piles of different 
lengths, finishing Phase 1 of this project. Phase 2 is due 
to come in 2022.

PROJECT SUMMARY

Product type: 
Subsea & Splash Zone Coatings

Country:
Object:
Problem:
Product 
Solution:

Peru

Octagonal concrete piles

Rehabilitation & corrosion prevention

SeaShield Series 500™ System

A seal is fitted to the bottom of each SeaShield Series 500 Jacket. Injecting the SeaShield Epoxy grout.

Above: The SeaShield Epoxy grout injection seen from underwater.

Below: The SeaShield Series 500 system successfuly applied underwater.
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Premseal™ Water and Gasproofing Membranes
These last two pages are dedicated to Premseal™ Water and Gasproofing 

Membranes and show various applications over the past 40 years to 
countless reservoirs roofs, tanks etc., located the length and breath of the 
United Kingdom. 

Premseal products are BBA and CE accredited for proof of high quality 
and reliability both in manufacture and application. 

Keldgate No 1 Reservoir
Contractor: Stoneberry
Client: Yorkshire Water

Product: Premseal 100 Blue System

Aylmerton Reservoir
Contractor: Stonebury Ltd

Client: Anglian Water
Product: Premseal 100 Blue System

Caister Reservoir
Contractor: Stonebury Ltd

Client: Essex & Suffolk Water
Product: Premseal 100 Blue System

Heaton Grange Reservoir
Contractor: Stonebury Ltd

Client: Essex & Suffolk
Product: Premseal 100 Blue System

Shavers End Reservoir
Contractor: Stonebury Ltd
Client: South Staffs Water

Product: Premseal 100 Blue System
Steeple Bumpstead Reservoir

Contractor: Concrete Repairs Ltd
Client: Anglian Water

Product: Premseal 100 Blue System
Stoughton Reservoir

Contractor: Concrete Repairs Ltd
Client: Essex & Suffolk Water

Product: Premseal 100 Blue System



Luxury Appartment Development
Contractor: Coinford, Surrey

Client: JSA of London
Product: Premseal GMA 

Gasproofing System
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Greatworth Reservoir
Contractor: Stonebury Ltd

Client: Anglian Water
Product: Premseal 100 LT Blue System

Rushden Reservoir
Contractor: Stonebury Ltd

Client: Anglian Water
Product: Premseal 100 Blue System

Paddleworth Reservoir
Contractor: Coffey Construction Group

Client: Affinity Water
Product: Premseal 100 Blue System

Boxted Reservoir
Contractor: Stonebury Ltd

Client: Affinity Water
Product: Premseal 100 LT Blue System

Glyn O Evens Reservoir
Contractor: Stonebury Ltd

Client: Welsh Water
Product: Premseal 100 LT Blue System

Paddleworth Reservoir
Close up of edge detail
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If you would like more information about our long-term corrosion prevention and sealing systems that deal with 
the problem areas listed below, simply tick the boxes and send us back this completed page and we 

will supply you with more information.

BURIED ONSHORE COATINGS

EXPOSED SURFACE COATINGS

SUBSEA & SPLASH ZONE COATINGS

DIY WEATHERPROOFING

SEALING MASTICS

INDUSTRIAL TAPES

INDUSTRIAL LININGS

MEMBRANES AND FLASHINGS

External corrosion prevention for 
undergroud pipelines, welded joints, valves 
and fittings.

Protection of mounded LPG vessels and 
fuel tanks.

Corrosion prevention for chemical plant, 
structural steelwork, above ground pipes, 
storage tanks, offshore rigs, bridges and 
support cables, cranes and pipe bridges.

Corrosion prevention for metal roof purlins 
and metal roof sheets.

Protecting pre-stressing and post     
tensioning bridge cables and ground 
anchorages.

Maintenance corrosion protection for steel 
jetty piles.

Subsea pipelines and outfalls.

Protection of timber and concrete piling.

Internal linings for tanks, pumps, vessels 
and pipelines.

Linings for concrete bunds and floors.

External abrasive wear protection.

Tanking / waterproofing.

Exposed rooftops and parapets.

Joint sealing of precast concrete manholes 
and culverts.

Joint and crack sealing of asphalt road 
surface wearing courses.

Joint sealing for airport runways.

Sealing of cable entry ducts.

Sealing and insulating.

Protecting and bonding.

Waterproofing and flashing.

Name: Title:

Company:

Address:

Phone: Email:

UK: enquiries@premiercoatings.com South America: info@premcoatings.com South Africa: info@premiercoatingssa.co.za

For further information - tick boxes, fill in coupon and email or post to your 
nearest Premier branch (full list of addresses on page 2)
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PREMIER COATINGS LTD
Tel: +44 (0) 1233 770663
Fax: +44 (0) 1233 770633
Email: enquiries@premiercoatings.com
Website: www.premiercoatings.com

Headcorn Road, Smarden, 
near Ashford, 
Kent, TN27 8PJ, 
England




