
SEALING OF DUCTS AND 
SERVICE ENTRIES
Protection from gas escape and water ingress 
in ducts and service entries

Premier Coatings Ltd offer two mastics for sealing ducts 
and service entries from gas and water ingress: 
Premier 16A™ and Premier Moulding Compound™. 

Where services enter a building below ground, they 
must pass through a cable duct, conduit or service  
entry pipe/sleeve. The space between the service 
and the duct or sleeve must be sealed so that it is 
permanently gas tight and capable of accommodating 
movement (to allow for soil compaction, settlement or 
subsidence).

Gases can escape from buried gas pipes into the  
surrounding soil. Typically, these gases diffuse to the 
surface and disperse harmlessly. However, escaping gas 
can also travel along the pipe trench or services trench 
and potentially enter buildings (basements, exchanges, 
substations, switch rooms, and more). Sealing of ducts 
and service entries prevents the build-up of potentially 
hazardous concentrations of gas in these confi ned areas 
and also helps control nuisance odours.

Ducts below ground can also fi ll with water which can 
enter buildings; a watertight seal would prevent the 
damage caused by water ingress. The seal must be 
able to withstand considerable water pressure as in a 
basement, a two-metre head is quite possible.

Spare ways without cables must also be similarly sealed, 
and all seals should be resistant to damage by vermin.

PREMIER 16A™

Premier 16A™ is a self-supporting, non-setting mastic 
which has been developed for sealing cable ducts and 
conduits against gas or water. It also has British Telecom 
type approval.

COMPOSITION
A fi rm mastic based on polybutene, fatty acids, mineral 
fi llers, organic fi bres, and water displacing materials.

FEATURES
• Adheres to glazed earthenware, steel and   

unplasticised materials such as lead, polythene  
or PVC

• Unaffected by natural gas and water

• Accommodates movement

• Adheres to wet surfaces

• Withstands at least 20kPa (2 metre head) water  
pressure for a minimum of 30 minutes.

FIELD OF APPLICATION
Gas and water can accumulate in underground ducts 
such as those carrying telephone or electricity supply 
cables. 

EXTRUDED STRIPS

Weight 1 kg each

Dimensions 330 x 40 x 40 mm

No. per carton 8

EXAMPLE APPLICATION: A 6 inch (15.24 cm) diameter duct fi lled to a 
depth equal to the diameter of the duct (6 inches) would require 4.8 kg  
of Premier 16A™. Enquire today for advice on required quantities.
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Where ducts terminate inside buildings, manholes or 
chambers they must be sealed against gas and water.
Premier 16A is especially suitable for applications where 
ducts are wet or liable to fi ll with water.

METHOD OF APPLICATION
Surfaces should be free from loose rust, scale, dirt or  
previous sealants. 

Premier 16A is packed into the ends of the duct by hand 
and moulded fi rmly around cables and against the duct 
ensuring there are no gaps or fi ssures. The mastic should 
be packed to a depth at least equal to the diameter of 
the duct.

PREMIER MOULDING COMPOUND™

Premier Moulding Compound™ is a self-supporting, 
non-setting mastic for waterproofi ng and for sealing 
service entries and ducts against entry of gas. It has been 
evaluated by British Gas and found suitable for sealing 
the annular space between carrier pipes and sleeves 
where services enter buildings below ground level.

It is also widely used for moulding around irregular 
profi les such as fl anges, mechanical joints and valves to 
provide a contour suitable for wrapping with corrosion 
prevention tapes.

COMPOSITION
A petrolatum compound containing inert siliceous fi llers 
and vegetable fi bres. Contains no VOCs.

FEATURES
• Adheres to all metal surfaces, PVC, polythene, and 

glazed earthenware 

• Unaffected by natural gas or water

• Accommodates movement

• Suitable for use in a wide range of climates

• Withstands at least 14 kPa (2lb/in2) air pressure for a 
minimum of 15 minutes

• Withstands up to 5 kPA (0.5 metre head) water  
pressure for 30 minutes 

ROUND STRIPS 3 KG BLOCKS

Profi le 50 mm diameter -

Length 330 mm -

No. per 
carton 12 6

FIELD OF APPLICATION
Premier Moulding Compound strips can be rapidly 
applied to provide an effective gas and water tight seal 
(where ducts are wet or a substantial head of water could 
form, Premier 16A™ should be used).

METHOD OF APPLICATION
Surfaces should be dry and free from loose rust, scale, 
dirt or previous sealants. 

Premier Moulding Compound is packed by hand into the 
annular space between the service or carrier pipe and 
the rigid sleeve. The mastic should be packed into the 
annulus to a depth at least equal to the diameter of the 
sleeve.

Enquire today for advice on required quantities.
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